
CUBICLE PARTITIONS / PANEL CUBICLES


-
Manufacturer



Decra Ltd, 34 Forest Business Park, Argall Avenue, London E10 7FB



Tel: 020 8520 4371 Fax: 020 8521 0605 email: sales@decraplastics.co.uk

-
Reference



Animal Instincts cubicles (type CG)


-
Doors






Core




17mm Moisture resistant chipboard 




Facing

Faced on both sides with high-pressure laminate from manufacturer’s Jungle range (white, orange or yellow with black markings). 



Edging




Edging to be high pressure laminate to match pilasters.




Doors to have camel-hump top (style 1) or curved tops, (style 2)

-
Pilasters




Core




17mm Moisture resistant chipboard 




Facing

Faced on both sides with high-pressure laminate from manufacturer’s Jungle range (woodgrain or black ).



Edging




Edging to be high pressure laminate to match face
-
Partitions




Core




17mm Moisture resistant chipboard 




Facing

Faced on both sides with high-pressure laminate in yellow



Edging




Edging to be high pressure laminate to match face


-
Ironmongery/accessories
Aluminium pedestal with 25mm adjustment; Indicator bolt with external emergency release facility; door-closing buffers; wall channels; pivot hinges with anti-finger trap feature; metal security screw fittings; aluminium angle headrail. All metalwork to be graphite powder-coat finish.

-
Other requirements



Overall cubicle height to be 1960mm above finished floor level with 150mm floor clearance.

Doors and partitions to be 1050 mm or 1200mm (Nursery & Reception) or 1500mm (Years 1 & 2) above finished floor level.


